
D. 1. CARBON ADSORPTION MONIT0. __ ;-\fG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compfiance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: (First or Second) 

F1' 
Monitor ID: 

Background Instrument Reading: 

Location of Carbon 
Inlet 

Control Device 

Vapor Recovery System: Running I Down 

CARBON OR FLARE* 
~ 

SDS Shredder 
Down 

ATOUI OWS 
Down 

Area 8-- Tanks 52,53,54 Runni~J,5} I Down 

Tanks 02 throu h 04 ~ 

Distillation Unit R~ 
I Down 

Tank 51 ~~ng 
I Down 

Tank 55 
Rul'1l'!'i1lq I Down 

Revised 2/10/09 

Exhaust Visual 
Insp .. 

Carbon 

Replacement 

YIN Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONIT0. __ ,'>/G LOG FOR DAILY AND QUARTERLY 

Condition D.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

• r 
and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor 10: 

Instrument Calibration Gases: 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: I Running I Down 

CARBON OR FLARE* 

SDS Shredder 
I Running I Down 

~ 

ATOUI OWS JR~ 
I Down 

Area 8-- Tanks 52,53,54 R~ 
I Down 

Tanks 02 through 04) 

Distillation Unit R~ 
Down 

Tank 51 JR~ 
Down 

Tank 55 1~9 
Down 

Revised 2/10/09 

I Inlet Exhaust Visual 
Insp.-

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONIT0. ~-~~G LOG FOR DAILY AND yuA" 1 c:r,~. 

Condition D.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i. i 7 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: · 

Shift: (First or Second) 

Monitor ID: M 

Background Instrument Reading: 

Location of Carbon I Unit Status I Inlet 

Control Device 

Vapor Recovery System: I Running I Down 

CARBON OR FLARE* 

SDS Shredder 
j Running I Down 

J 

ATOUI OWS 
I Running I Down 

~ 

Area 8-- Tanks 52,53,54 R~ 
I Down 

Tanks 02 throu h 04 

Distillation Unit 
Running 

~ 
Down 

Tank 51 IR~ 
I Down 

Tank 55 
IR~g 

I Down 

Revised 2/10/09 

Exhaust Visual 
Insp.-

Carbon 

Replacement 

Y/N D.ate Time 

Spent Carbon Pla.ced in 

Roll Off Box No. for 

Offsite Combustion 



D. 1, CARBON ADSORPTION MON!TG, _:7\fG LOG FOR DAIL 1 Af\11-1 '-"-· .. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Location of Carbon I 
Unit Status 

I 
Inlet I 

Exhaust I 
Visual 

I 
Carbon Spent Carbon Placed in 

Control Device 

Insp.· Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running I Down I I 
I I I 

~ I ~~,
--- I 

-·
-·
-·
--
~ 

I ~~ 
I I I ·-

1-

CARBON OR FLARE* 

SDS Shredder R~ 
Down 

ATDU/ OWS 
1 Running Down 

~/ 

I I Y>, I t 1-~ 
1-

Area 8 --Tanks 52,53,54 R~~ 
Down 

Tanks 02 through 041 

I 
I 

I 
-~...,\ I 

I I ·---

Distillation Unit R~ 
Down 

Tank 51 
l~g 

Down 
I,- -J<..q I J ! l f'-

I 
'-. J I -

Tank 55 I~ 
Down 

I l..- I 
{ I 1--'\ I '-11 -I - ~-

-

Revised 2/lD/09 



D. 1. CARBON ADSORPTION MONIT0 ... AG L.QGFOR DAILY""''~~..- '-"'.u. 

Condition 0.1.10 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument Calibration Gases: 

/ 

Background Instrument Readingb' 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATOUI OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/1 D/09 

Running 

Ru~ 

Ru~ 

Inlet Exhaust Visual 
Insp .. 

Carbon 

Replacement 

YIN D.ate Time 

_.-' 

-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

------
~
 



D. 1. CARBON ADSORPTION MONITG>:.
~G LOG FOk UA11.... 1 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDUJ OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Running Down 

R~ 
Down 

~ 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

Y/N D.ate Time 

Spent Carbon Placed In 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITG. : .• ~G LOG FOR !.JA11... 1 ..... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1· .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: J! tJ c._ I ft:. ,-

pate of Inspection: I Time: J?o 
0 

2. L-J-11 

Shift: (First or Second) (-. 
-~:r:;r 

Monitor ID: 
/}1.~,· ;(.,.£ ZIJOO 

Instrument Calibration Gases: 

Ise; b.u f-1 .. JJ:-.1£ ; II/'! 4 .A h"' 

Background Instrument Reading: 
--, 

I 

6j 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed ln 

Control Device 

Insp. Replacement Rolf Off Box No. for 

Offsite Combustion 

Y/N D.ate Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 
v - 1}- /V 

--

1 

SDS Shredder 
Rving Down 

22-J t9. 0 A- I(/ -

ATDUJ OWS 
Running Down 

2. ? f>7 f, 5 0.0 A- A/ ---

Area 8 --Tanks 52,53,54 RVng 
Down A-

(Tanks 02 through 04) 
/Z:C::;t-J J fJ, CJ &, { 

.rL/ 

Distillation Unit 
Running Down 

v 3'il21 )_), 0 () J I A- A/ - -

Tank 51 
Ru~g 

Down 4--
,2.~32- I". I tJ.o A/ -

Tank 55 
Ru~ 

Down 

- -- ·•. 
.. 

Revised 2/10/09 



'' 

D.1. CARBON ADSORPTION MONITORh . ..-1 LOG FOR DAILY ~-'~•~u "''"',.....· __ 

Cpndifion 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: (First ~~_9J) 

Monitor ID: 

Instrument Calibrat}on Gas,es: 
0

ll> \;:,~0 

Background Instrument Readin~ 

Location of Carbon I Unit Status Inlet 

Control Device 

Vapor Recovery System: 
Down 

CARBON OR~-,) 

SDS Shredder 

ATDU/OWS 

Tank 51 

Tank 55 

Revised 2110/09 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

- -

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITG. :.-'~G LOG FOR UAIL..l ,.,._ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCJ shaJJ document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: (First or Second) 

Monitor ID: 

Instrument Calibration Gases: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp .. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

SDS Shredder RuV 
Down 

ATDU/ OWS 
Running Down 

v 
Area 8-- Tanks 52,53,54 Run;/ Down 

Tanks 02 throu h 04 

Distillation Unit 
Running 

v 
Down 

Tank 51 

Down 

Tank 55 
Runni9£i 

v 
Down 

Revised 2/10/09 



·~-
D. 1. CARBON ADSORPTION MONITORr:-~~ 

LUI.;. I VI'-·. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the A TDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Location of Carbon I Unit Status I Inlet 

Control Device 

k,;;~~ , I Dowo 

Vapor Recovery System: 

CARBON ORrC) 

SDS Shredder 
Running Down 

ATDU/OWS 
Running Down 

Area 8 --Tanks 52,53,54 Running I Down 

Tanks 02 throu~h 04 

Distillation Unit 
Running Down 

Tank 51 
Running Down 

Tank 55 
Running Down 

Revised 2110/09 

Exhaust Visual 
Insp. 

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITG. _.,.JG LOG FOR DAIL..., 1""\1'\ ..., 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. 1.17 Record Keeping Requirements (c) 

PCI shall document compfiance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC/ shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: (First or Second) 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Rorr Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

SDS Shredder 
RunniGg Down 

t/ 

ATOUI OWS 
Running Down 

v"' 

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 

Distillation Unit 
Down 

Tank 51 
Running Down 

v/f 

Tank 55 
Rut!J.Mig Down 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITC... .• .t'.IG LOG FOR wArt. 1 /"'\, ....... ~ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements {c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A TDU, 'the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running I Down 

I R~ I Down 

1 Runni~ I Down 

~ 

Run~ I Down 

v 

Runn~.fk 
Down 

c// 

IR~~9 
I Down 

IR~n9 I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

#
~
 



D. 1. CARBON ADSORPTION MONITG. ~:.-JG LOG FOR DAIL 1 ...... , .... ..., '-"\ 

Condition D. 1.10 Carbon Adsorber/Canister Monitoring 

Condition D. 1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp .. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

v 
CARBON OR FLARE* 

SDS Shredder RuV 
Down 

Runni9g Down 

v 

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 
v 

Distillation Unit Ru~ 
Down 

Running Down 

Tank 55 
Ru~ 

Down 

- ---- ----------·--·---

Revised 2/10/09 

----



D. 1. CARBON ADSORPTION IVJOl\u 1 '·""" _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A TDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Instrument Calibration Gases:/ 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

I Running L Down 

R~ 
Down 

IR~ 
Down 

Runnin~.,. I Down 

~$$-

R~ 
Down 

JR~ 
I Down 

IR~ 
I Down 

Inlet Exhaust Visual 

Insp. 

Carbon 

Replacement 

Date Time 

,-

'.~ 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MON!TG. _ .• ~\..:~ Lv'-. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp.- Replacement Roll Off Box No. for 

Offsite Combustion 

YIN D_ate Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

SDS Shredder 
Running Down 

ATOUI OWS 
RuV 

Down 

Area 8 --Tanks 52,53,54 Ru~ 
Down 

Tanks 02 throu h 04 

Distillation Unit 
Run~ 

Down 

Tank 51 
RuV 

Down 

Tank 55 
Ru~ 

Down 

Revised 2/10/09 

...... ""'""'""' 



D. 1. CARBON ADSORPTION MONITOR •. --...::~ LOG r~v .... ...,, .. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A TDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Instrument Calibration Gases; 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Running I Down -

Exhaust 

--
Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

-------
~ 

··~· 
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D. 1. CARBON ADSORPTION MONITOI".. ........ ,_._ _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A TDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor iD: 
111 

Instrument Calibration Gases: 
I c· 
,0 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Vapor Recovery System: Running . Down 

if ~,// 

CARBON OR FLARE* 
'-'~ 

SDS Shredder 
Runni~ 

Down 

~// 

-·· ,--=
-~~=

=-=v
=="-

"==-
=.~ 

ATDU/OWS 
Run;J]ng Down 

\.._., 

----
~~~ .--· 

Area 8 --Tanks 52,53,54 Runnin,.g Down 

Tanks 02 throu h 04 
J 

-~-=--
-~~=,=

~-===-
---==-

.,. 

Distillation Unit 
Running Down 

-· r="'-·
~~-

Running Down 

-

./ 

Tank 55 
Ru~g 

Down 

;_;., 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITOho.,;IG L.U ...... I ....... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: "~ )( fAu . 
I c · Qyv[ Ci 

pate of lnspJttioJ: 

2 /0 ll 
I Time: r::: 

~~ .: 0 c AfV\_ 

Shift: (First or Second) J~ 

Sec one 

Monitor ID: t!J \ kc 
1n1 Cile /ooc 

Instrument Calibration Gases: . 1 
LE!V~ 

i 'SOB UTY IE 1 eel(" fl"1 

Background Instrument Reading: O, O 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down ;L\ 
c./ 

-
- -

CARBON OR FLARE* 

1 SDS Shredder Ru:Y 
Down 

!]7 
/~ f'0 

' 

-
! 

I 

-

i ATDU/OWS R/9 
Down 

2l3S L( '[ C) A f0 -- - ~ 

i 
i Area 8 --Tanks 52,53,54 R/ 

Down 
(2?5 C( 0 0 A t'\J -- ~

 

i (Tanks 02 through 04) 

• Distillation Unit /g Down 
:3-Sl 0 2. ·'? iA [0 

' 

_. 

.~ 

-

' Tank 51 
~g 

Down :2 Lf3 LL \ A r0 
0 

- - . 

Tank 55 
R~ng 

Down A 
I l 

. ., 
....;...---'. 

::::::>. 
- .. 

-

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITG. -·'"'-=' ~~ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: St:"3t~)~'\ 

pate ot !nspecfonf I 
~- .. 5; C; I 

/Time: (} /::f.: Du 

Shift:e9rlsecond&r ~ 

Monitor lD: ~ 1~ X · (ltLe. d/J:etJ 

Instrument Calibrati?g
t~\srb '(, _tlJ!, fiNe 

/()0 t)-~~. 0 l"-t d (( 

Background Instrument Readin0: 
@ \ 

/ . . 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Pla_ced In 

Control Device 

Insp .. Replacement Roll Off Box No. for 

Offsite Combustion 

-?""l~ 

YIN D.ate Time 

Vapor Recovery System: (~~/ 
Down 

CARBON OR~ 

-~
 

A N -
- - ~ 

~-

SDS Shredder 
Running ,4f5owrv 

11<3 0 A 
...__

..~ 

f~-

-~ 
~
 -

ATDU/ OWS 
e~ 

Down 
G2 S3 Jf2l A -

N -- - -

Area 8 --Tanks 52,53,54 enj Down 
tl oD I ~J'l 

fj r+ gj 

. (Tanks 02 through 04) 

- ~
 

-

Distillation Unit 
,ffu n rii n ;J) Down 

(~G1 4 C( ;LJ,.;t. fJ A y'\) 

~/
 

- - -

Tank 51 
(f~linning) 

Down tooo tOc1 f!) 4 
-

~/
 

- -

~-

Tank 55 
1e~~) 

Down faY ts: z_ e f+ N 

~ 

-
.,;_---.· - . 

.... 

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITOt .... vG LOG FOR UAIL 'I 1-\t'.lu ........ ,_,, __ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Shift: {First or Second) . { 

~_,
 /"""' n ~~ 

~~~~L-
~ 

Monitor ID: 

Background Instrument Reading: 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: Running I Down 

(~ 

CARBON OR FLARE* 

SDS Shredder Run7 Down 

ATDU I OWS IR~ 
I Down 

Area 8 --Tanks 52,53,54 R~ 
I Down 

Tanks 02 throu h 04 

Distillation Unit Ru~ 
I Down 

Tank 51 IR~ 
I Down 

Tank 55 jR~ 
I Down 

Revised 2/10/09 

I Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

____ ___., 



D. 1. CARBON ADSORPTION MONITOr •..• G LOG FUK UAI'-1 '"''''"' ...,. .... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspector:,K 
l 

pate of lnspe~tiop: 
'7 l K ,~ 

. ~... I 

Shift: (First o~.Second) 
') 

Monitor ID: 

Background Instrument Reading.:,. 
L 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: Running .. J Down 

\~v 

CARBON OR FLARE* 

SDS Shredder 
Runn~/' Down -

ATDU I OWS 
I Runni~ Down 

~/,#" 

Area 8-- Tanks 52,53,54 1 Runni.!l9 I Down 

Tanks 02 throu~h 04 

Distillation Unit 
Runi'}Jnq I Down 

·-

Tank 51 
Runl'}ing Down 

Tank 55 
Run !ling Down 
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Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITG. _:;-JG LOG FOR LIAI,_ 1 ,..,, ·-

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~t'li'-€}-~ 
pate of lnssect/r v 

~ \l'J ll 
j Tim(J 11- vl:l 

Shift: ~or S
econd) -=i-u_.o:::Q· 

Monitor ID: ~JI\Jv)'U, \'}'(:t0 t?LtX:O 
ffi\c:tJL D () 

Instrument Calirration r1j~ L~l~Lfki:
 

'J) D 2{:) \ 
j /r-e 

Background Instrument Readin~-~(:
;r 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Pla_ced In 

Control Device 

Insp .. Replacement Roll Off Box No. for 

Offsite Combustion 

~ 
-,_ 

Y/N D.ate Time 

Vapor Recovery System: ~~:2_t:!lD9 ./ 
Down 

..,.<¥~
 

·- - J N 
- -

CARBON OR (FLARS-':../ 

~ 

-·-

SDS Shredder 
Running /tJown 

c t'~;Ct; {{J A J'\] 
-.....____~,.-.-~-

_.-· 

- -~ 

--7.:C·"-<-"'--
~~-. 

-~ 

ATOUi OWS 
( 'Runniog / Down 

'~ '~fl 
·/:?;F A 

~---····
· 

- N - -
·---

! Area 8-- Tanks 52,53,54 c 'Running/ Down 
(::)(; ~3 

g A 1\1 

-"·""~-·/ 
(alp 

~ - ---

(Tanks 02 through 04) 

Distillation Unit 
,RUnning ~~ Down 

;;,L,~ lt 
0

1 l c !f1 A .tJ. 
.../ 

------~-
--· 

I 

~
 

~~,~
 

Tank 51 
/Running_/ Down 

),\ t s- ~'~ l?f ;l-\ N 
·-· 

~~---···----·
-

"---- -

/~------~
 

Tank 55 
'Runninq ___ ) Down I) (c eJ 1\J 

1'------------· 

- - ~ 

,. •.. 
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D. 1. CARBON ADSORPTION MONITORh.~ LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspector:1(_ ·. 1 
pate of lnspecti 

l ( l ? 
Instrument Calibration Gases: 

Background Instrument Reading 

Location of Carbon Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

- ~ -
Running Dow~· 

---~"--"~ 

~· 

~ 

ATDU I OWS Runni" 
·-...._/ 

- -· ... ---~·-~-

Area 8 --Tanks 52,53,54 Ru~ - -
Tanks 02 throu h 04 

Distillation Unit R~ -· -·· ---
Tank 51 Running 

J - -

Tank 55 R~g - -
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D. 1. CARBON ADSORPTION MONITG. __ ,~G LOG FOR DAILY AND QUARTERLY 

Condition D.1.10 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

inspector: 

tion: 
II 

Shift: r Second) 

Monitor ID; 

Location of Carbon 

Control Device 

CARBON OR 

SDS Shred 

ATDU/OWS 

Tank 51 

Tank 55 
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Unit Status Inlet 

,..___ 

Exhaust Visual 
Insp. 

'··~- ~~-~-·
-·--· ~-

- ·- ----

Carbon 

Replacement 

YIN D.ate Time 

.---

,--_ 

·--

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

.,._ 
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D. 1. CARBON ADSORPTION MONITOk11'4G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

:>. fo 
4.:__, 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A TDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector:, 

Jl) 

Instrument Calibration Gases: 
/SOl:/JTY LEN E } oof 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running 

CARBON OR FLARE* 
• 

-- -

SDS Shredder Runnin':. ·-- -
ATDU/OWS R~ 

--· ~ 

Area 8 --Tanks 52,53,54 Running 

/ 
-

Tanks 02 throu h 04 

-

Distillation Unit Ru~ 
- -

Tank 51 Ru~g 

~ 

- -

Tank 55 R~~g 
,--, 

~--
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D. 1. CARBON ADSORPTION MON!Tv ...• ~G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~~'L_\J\ 
pate of ~pe\rion: 

l l~ \I 
I Time: '(2 .,-i. co 

Shift: ~or Second) -~ 
-:::t l~J.:;./ 

Monitor ID: 
rY'vvv\.>· l1VL ~ 

Instrument Calibration c~asetiLaD l~st.~/r.JL.
 

lOD a 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp .. Replacement Roll Off Box No. for 

Offsite Combustion 

~ 

YIN D_ate Time 

Vapor Recovery~System: 
( ~unnin~;:> Down 

i-....------- A ~ 

CARBON Of1('~ 
--- - - - -

/"""-··, 

sos Shredder- Running ~e ,;L I\ /(] A N - ~ -

ATDU/ OWS 1
<Runninv Down 

cl <D·o A LO - - - - i 

Area 8-- Tanks 52,53,54 Vfi{unnini) Down fiJ A 
' 

14~3 

- - I 

(Tanks 02 through 04) 
" 

~ 

Distillation Unit (R.unriinJV' Down 
,·?,C>I 2L ~~ ~ I!J N 

'--.-__- A ~ - -

~ 

Tank 51 
Runn~ Down 

31-3'Y £5 A rJ 
-- 2'8<') 

- - -
--

Tank 55 ~ 
Down 

~su 
lfJ N 

l 
- --· 

~· 
.,._ 

.. 

- ---

-------- L ___ --- ---
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D. 1. CARBON ADSORPTION MONITOkn\IG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCJ shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A TDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

pate of Inspection: 

2 l 

Shift: {First or Secdnd) 

:5econ 

Monitor 10: 
I 

Instrument Calibration Gases: 
I 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down N --- -

CARBON OR FLARE* 

SDS Shredder 
Running 

1'-J -·--
ATDU/OWS Ru~ 

--

Area 8 ·-Tanks 52,53,54 Ru~/ 

Tanks 02 throu h 04 

--- -

Distillation Unit Ru~ 

-,-

Tank 51 

- -

Tank 55 

- ·--' ··-
- --- ---------
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D. 1. CARBON ADSORPTION MONITG. __ ,.,JG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

·- ·--- -·- ---

- - -.-. - -

Inspector: 
,~v~l~~ 

pate ot~:eftion: , .s- II 
I Time:(] 

8'_~ I~},_~(;) 

Shift: ~r Seco
n~lS)t 

Monitor ID: 
,_'c-f'-.)(V\ .. ~ ~1~ :~:xr_o 

instrument C~tration Gases::J'i· 
0/tJ l\ ~~, lJ\.ultLt 1

")r&. 

Background Instrument Readin~V
 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed 1n 

Control Device 

Insp.- Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N D_ate Time 

Vapor Recovery System: I~L1J9 
Down 

CARBON OR ~B_i;) 
- ~

 /1 - --.-

SDS Shredder 
Running ( Dowrt l c---+ Yf A 

~--------

-- - -

ATOUI OWS 
Running ~~3 _fj_ 

1-J 
l~~ 

It 
- ~ 

-
--

Area 8 --Tanks 52,53,54 ( 'Run~; 
Down ref N 

"---~ £4~~- ch.c 
f+ 

- -

(Tanks 02 through 04) 

-

Distillation Unit ( 
~U"nning 

Down J 
~----~" !Zi-~L) J\L £)_' A 

~ - -
I 

I 

Tank 51 
Running ~~ _t-i.tl_ Rl /0 N Pr 

--
____, 

Tank 55 
Running 1e~· I 

A 
... -

L__,_o_ 

_....._ -·~ 

----- ---
-~-

--
--
--
~-
--
--
--
--

------------
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D. 1. CARBON ADSORPTION MONITl ;~-JG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

I 
Shift: (First or Second~ 

Se'con . 
Monitor ID: 

Instrument Calibration Gases: 

l9JJ 
Background Instrument Reading:r-';l 

\_j. 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 
~---

CARBON OR FLARE* 

~ 

SDS Shredder Running DOWJY 
t,, • ..,/' 

---
ATDU/OWS Runni~ Down 

·....._/ 

~ 

Area 8 --Tanks 52,53,54 R~ 
Down 

Tanks 02 throu h 04 

Distillation Unit Ru~ Down - -----
Tank 51 Ru~ Down 

~·-------·~-

Tank 55 Ru/g Down -.----
- - - - --·--·-··-·-

·-·-·- -·-·----

- --·-··-·-
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D. 1. CARBON ADSORPTION MONITOkrr'JG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector:~-+ 
. 

< -~ ..... , 

pate of !njpec(tion: 

a\~ t( 
ITime:Q 

, 1"1-:oo 

Shi~ or Second) 

" '"=t-uv.ti? 
Monitor ID: 

~vv\~,~~ 

Instrument Calibration G~es:J.<;,,
~ 

lOD r; ~. D ~ 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

-
YIN Date Time 

Vapor Recovery System: ( Running) Down 

CARBON OR FLARE* 
- - A ~ - - .-.... 

SDS Shredder 
Running (Down~· .f!f ls-b 

fl- rJ ·- - -

ATDU/OWS ( r-Runm' Down .0 aq - A N - - -
-

' 

Area 8 ·-Tanks 52,53,54 < 'Runnrnf!) Down .,3 .if' JJ 
' 

(Tanks 02 through 04) 
<4 'G? 

A - .--
I 

- ' 

=-

Distillation Unit ,~unninv Down 0d 13 rJ 
d--.111 

A - - -
~ 

' I 

Tank 51 
(~unn~ Down lS't.( 8 ~~).C.:' 

A - - -
-

Tank 55 ( 'Runn~ 
Down 

Ht:tl '-- 3lt £) ;J It - ,.!::·· -
- -------- ------

--
-~
--
- '----

~---

-- t____________ ___ 
----------
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D. 1. CARBON ADSORPTION MONITOR. __ ..:~ LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Shift: (First 6r. Second) l 
. lY,::( 

Monitor ID: 

Instrument Calibration Gases· 
I 

Background Instrument Reading 

Location of Carbon 

Control Device 
Unit Status 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

R7 Down 

R~ Down 

Inlet 

----

Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

--~ 
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D. 1. CARBON ADSORPTION MONITORn~G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
~JJ. 

pate of ln~pec,tion: 
I I Time: Q 

...cl.;;;,_ \1- \' 
(+: OD 

Shift:~ or Second) 
~~ 

Monitor ID: 
r"YY\;vv\) ~· ~ 

Instrument Calibration Ga~s:_\.)....6, ~ k 
1Ql Vi. ;:; . It 

Background Instrument Heading: ' 
< 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: KRunnin_:) Down 

CARBON ~~~) 
- - A IJ - - -

...--.., 

SDS Shredoer c 'Runni~ Down 
zs~ f2l 

;:;,;,. 

A N - - -
ATDU/OWS ~ 

Down 
1-CiS" RJ A - N - ' 

.- --
Area 8 --Tanks 52,53,54 'Runni~ Down .q 

' 

(Tanks 02 through 04} 
<? fr A N - - - ! 

Distillation Unit ~unnin~ Down 
3Si& @ tJ 

I 

3~ '6'2. A - I 

~ -
Tank 51 

'<Runninv Down e l • A N - - -

Tank 55 ( Runflin~ Down (/?) A 3 3 i \ fJ - - -, .. -.;··. -
~-
--
-
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D. 1. CARBON ADSORPTION MONITC ;G LOG FOR OAIL Y AND QUARTERLY 

Condition 0.1.10 Carbon Adsorber/Canister Monitoring 

Condition D .1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector~~ l 

Date of lnsjecti 
2] 

Shift: (First or Secon.d) 1 
8ecom 

Monitor ID:M 
1 

() 
1
' q 200G 

Instrument Calibration Gases: 
)3 

Background Instrument Reading: 
~~ c_·~ 

/ I l 

location of Carbon I Unit Status I 
Control Device 

Vapor Recovery System: I Running I Down 

CARBON OR FLARE* 

SDS Shredder I Runn~/ I Down -
ATDU/OWS IR~~- I Down 

Area 8 - - Tanks 52,53,54 R~~~L I Down 

Tanks 02 through 04) 

Distillation Unit Runni!J-9 
.._./· 

Down 

Tank 51 1~9 Down 

Tank 55 j~g Down 
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Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

-



D. 1. CARBON ADSORPTION MONITORh-. ..;; LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 1. .1-

':71 b.(}"-' 
pate of lhsp ~cti~: 

~~ .LS< 1\ 
'Time:G 

J~ it:oo 
Shift: ~)r Second~ ,.1 

. \-;\;~ 

Monitor ID-~~w, ~}A " ~':J.£YlJZ:J 

Instrument Calibration Gases: 

10£~ ·t~ t' .l.Llo L~~~1JtoJK 
Background Instrument Reading: 

\ 

0-[) 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: 'Runni~ Down 

CARBON OR~ 
~ fJ. 

~ -
.#$'~~-. 

SDS Shredder ·f~unning ::' Down 
LfZ-3 12/ A .rJ 

-
:---

--
~ 

ATDU I OWS ~ D
own 

{;J sJ 
it? c\ 

~--
~ 

~--. 

Area 8 ·-Tanks 52,53,54 ~dnninJL;' Down 
s-;:;·z_ 121 N ~ 

-
(Tanks 02 through 04) -----
Distillation Unit I(Runningl Down 

-
33i'B t:~T"' A - --

~ 

Tank 51 ~) Down e C:0'1 w (l Zic1 ~~ - ---- -
Tank 55 

Runnin_g) Down 
;:) 

··. 

Lt'3Ll n 
I 

-·-·-

_j 
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D. 1. CARBON ADSORPTION MONITOJ'..: .. •G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: 

Date of lnsp.ec . .tion/· 
,:J//~' } 

Shift: (First or S~) 

Monitor 10: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

ATDU/OWS 

Area 8 ·-Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

Running I Down 

v 
1 Running I Down 

I Running I Down 

Runnino Down 
# v 

Run~ I Down 

1 Running I Down 

v 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITOR ••. ..:i LOG FOR DAILY AND QUARTERLY 

, ConditL:m 0.1.1 0 Carbon Adsorber/Canister Monitoring 
Condition 0.1.17 Record Keeping Requirements (c) 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
Inspector: 

Monitor ID: 

Instrument Calibrati~)n Gasfs: 
·· t Lt~"o ,<Q Y.,_; v 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: 

CARBON OR FLARE*~ 
-~ - c- - -

SDS Shredder Down --- - -

ATDU I OWS - --
Area 8 --Tanks 52,53,54 - - -
Tanks 02 throu h 04 

1 Distillation Unit - - -

Tank 51 ---
Tank 55 "" ~ 

\ I \ - -.:~-
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D.1. CARBON ADSORPTION MONITOR~o~'-' LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

inspector:-==:, cS .. ,f/J 
~~ _ ?\J Pc \A.zu 

Pate of Inspection: ltol -~ Time: 
~ (-l,f'tl 2 t\ 

Shift: (First o~) S~:__e;f\C\ 

Monitor 10:\J~\ )'l ~ J~~~ tuOlJ 
Instrument Calibration Gases:\ StjbJT'fLNS l t~0,()0YV'I 
Background Instrument Reading: 

b-U 
I\ 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Runn)ng Down tJ '''· J 
CARBON OR FL~~* ' 

SDS Shredder Rcinning Down !L\ ~~· -~ N J 
ATDU I OWS RuJng Down \ (~ q 0 Jj' It N ' I 

Area 8 --Tanks 52,53,54 RuJg Down \c ,2 'l J6 ~~ r-J (Tanks 02 through 04) 
Distillation Unit Ru,hg Dovvn \ ~~ \.o· 1_\ % ~ N ! 

Tank 51 Ru,ing Down 
~~ \~~ ~~? ~~· ~ l~ 

Tank 55 RunnV]g Down \1() \ -~ ~~ f\ N -· ,; \ .. -

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITOk. ,c~ LOG FOR DAIL 1 AN ..... "~""· .... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. 1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

------- --
-~
~ 

~-
--------------- - -

Inspector: 
'~-·~ ~"' { ~"' "~ >~: r, \.''1 

pate of Inspection: J Time: 

:;; ~ at - \\ 11 t· C1 

Shift:<-~or Second) 
\:1 r~ 

Monitor ID: 
f'v\. N, (( ,_ ;:;) !;· ( l C; 

Instrument Calibration Gases: 

/ Cl [) eli:; :Z:s o ):, ,_-;!,, 1_--~: jf}j_'<-

Background Instrument Reading: 
{ 

c,v 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

----~-

YIN Date Time 

Vapor Recovery System: · Runnin~ Down ~ ~ 

CARBON OR FLARE* 
---- !'0 ---

---

SDS Shredder ~ 
Down 

Z..-( 1~\ CJ Q -~ _{\~ 
"=--------

'---

ATDU I OWS ~!:!~~ 
Down -~ 

·---~ 

s~-G:,_ \ t;;c~ 

-

: 

l 

~ 

! Area 8 --Tanks 52,53,54 cFunnfh£1) Down 01 ,5;; 

P"---

i {Tanks 02 through 04) 
~,~-- f-1 :1 -~ & (~: -- -~-=-

Distillation Unit ~~~/ 
Down 4\ !\J 

_G 5"/D) 2 :c{" '(S;_ 
''"-. ---

Tank 51 
~~/ 

Down 
)j ;;)_ '}[) 

'h ,;J 
~' 

~~-___.,_~
 

~~~
 

-~-~(7 

Tank 55 
\"R~) 

Down C'X, {\ 
,, ,~-'" . 

''-
~ '\ l b 4 I c~ s-- {',J 

~-=;=>=---
- ·~ 
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D. 1. CARBON ADSORPTION MONJTOku>~G LOG FOR DAILY AND QUARTEK.L y 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Shift: (First OJ" Second) 1 

"i>t'' / · C\(' cl 
-~·- ~-~"·<.-'' {_ 

Monitor 10: 

Background Instrument Reading.~,~~). 
"····; 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running .• Down 
/'' 

j' j,/ 

CARBON OR FLARE* 
~,"-""" 

SDS Shredder Runni~ Down 

~"""'""'"~ 

ATDU I OWS Running," •• Down 

'~·/ 

Area 8-- Tanks 52,53,54 R~nny Down 

Tanks 02 throu h 04 "'--'" 

Distillation Unit Running Down 
~· 

Tank 51 
Runnin~ Down 

/' 
~· 

Tank 55 
Running Down 
;__./ 
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D. 1. CARBON ADSORPTION MONITOR,_ . .:j LOG FOR DAILY AND QUARTERLY 

Condition 0.1.10 Carbon Adsorber/Canister Monitoring 

Conaition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the A TOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Instrument Calibration Gases: 
!) /,:; ~h:> / 

Background Instrument Reading: 
[),() 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Down 

- -

ATDU/OWS 

~ -

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

- - ·-

Distillation Unit 
- ~ 

Tank 51 
-- -

Tank 55 

.~ '_,.,-._ 
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D. 1. CARBON ADSORPTION MONITO .... >JG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

SDS Shredder Runninjl Down 

~A"'"' 

ATDU I OWS Run~ Down 
,,_, 

Area 8 ·-Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 
./,;-

~~~ 

Distillation Unit Runn~ Down 
~~,#' 

Tank 51 Runnins~r· Down 
~ 

Tank 55 Runn~,. Down 

""-'*"' 
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D. 1. CARBON ADSORPTION MONITOR!.~~:
.;, LOG FOR DAIL YAN1.J y._.,.,_,,. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cof"ldition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Time(£. 
/, ( 9: 

Monitor ID: 

(.J j) ' I 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

----
A rJ ~

 - -
- ~ 

~ 

ATDU/OWS 

- .,..-.....,.,-__ ~ 

~ -- --

Distillation Unit 

- - -

Tank 51 

-
~ 

~ 

Tank 55 

-
q 

- <,.-:-.,: 
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D. 1. CARBON ADSORPTION MONITO~ ..• G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A TDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Shift: (First or SecoJ) 

Monitor ID: 
VJ I 

c 

Instrument Calibration Gases:c' .. 7 
f ~c~':;,u 

Background Instrument Reading: 
( 1 

"t 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: Runnin" I Down 
" 

CARBON OR FLARE* 

SDS Shredder 
Running, 

ATDU/OWS !Ru~ 

Area 8 --Tanks 52,53,54 Runni~ 

Tanks 02 throu h 04 
~./ 

Distillation Unit R~ 

Tank 51 
IR~g 

Tank 55 
!Ru~ 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

-
,./ 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITOR,,,..; LOG FOR DAILY ANu\..tv~< ..
 ~~ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A TDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
. 

-=s \' \ \ . 
-::,. .,,_ "'· } . - ~ "' . t r . , __ \ ..._ 

pate of Inspection: 

~·-d:~-
\" ,\ 

/Time: 
~'/()D 

Shift: ~or
 Second) 

~· . .; "3\ 

Monitor ID: . \ 

0\ ... N·;, ·K. ~it. d- oo 0 

Instrument Calibration Gases: 

/ iJt;; o/,;, IfCi/3 u.1,.. 1 ""II¢, 

Background Instrument Reading: s 

Location of Carbon Unit Status Inlet 
Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: R/ 
Down [\ -

N 
.....___ ----

CARBON OR FLARE* 

SDS Shredder 
R~ 

Down 
2o o 0 A r0 ---

ATDU/OWS 
R~~, 

Down 
'il9o 

A IN 
0 0 

- -

I Area 8 --Tanks 52,53,54 Running Down 
) t.-~~37 

~ 
--~ 

0 
c) N -

(Tanks 02 through 04) 

-

I Distillation Unit 
Runn~

 Down 
<:J3 Y; 

0 A 

I 

~ 

0 
N _..- --

! Tank 51 
Ru~ 

Down 

19 9 I 0 
C) ~ rJ -.- --

I Tank 55 
Ru~ 

Down 
3 

f\ N 
l )' ' 

() 0 i 
~
 
.~. 

" 
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D. 1. CARBON ADSORPTION MONITOR •... ..:i LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the A TDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspector112 \c)( f&_l.ot1 

pate of J.nspeftion: 

2. 2Lf i I 
I Time: _ . /-J-1 

t:> :oo 

Shift: (Firs~ o·r Sec~nd) 

..::X:\.Dn.~ 

Monitor ID: 
M t n ;, k cte 2J::Joo 

Instrument Calibration Gases: 
· 'ISOB.t.iiYLEAJE tOOt~r~-r 1 

Background Instrument Reading: O, O 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down (;·~ -- N 
~ 

__ , 
-~~-
~
~
 

CARBON OR FLARE* 

SDS Shredder Ru~ 
Down 

1 /~ G A- N - -

ATDU/ OWS R~ 
Down 

l;?)?'z. 2.)_ ;i\-() N ·- ~ 

1 Area 8 --Tanks 52,53,54 R~ 
Down 

/3l-/2. 0 ~5,7 .l~ 

(Tanks 02 through 04} 

1\J ·- ~ 

i Distillation Unit R~ 
Down 

1~8,55 
A 

I 

6/?; 0 f'-i - --
I 

! Tank 51 
R~g" 

Down 
16~~ 0 5,-g A N -

I 

- '. 

' 

! Tank 55 
R~ 

Down J 2: :s r- 0 .---.. --- . 

l't 
-

----- --------
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D. 1. CARBON ADSORPTION MONITOh._ ,G LOG FOR DA!L Y AND QUARTEr{L r -

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCJ shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: j_ i 

71 ~A 

pate of Jns-\~ection: /) 

~~'-\ 11 
ITimeQ r=1 : oi,) 

Shift:~ or Second)":f v~ 

Monitor ID: 
~' (k~

 

Instrument Calibratiof G~
~ 

~to·\ ' I 

Background Instrument Reading: 
ff§;Y" 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: ~nnrng) 
Down 

-
rJ 

CARBON ORtf[ARE~ 
- - A 

- - -

SDS Shredder 
~nni~ 

Down 
"1- '12- ~ 

IV ,J 

' 

- - - I 

ATDU/OWS 
(~unn~ 

Down Jir 
~ 

I 

- i\ - - -
i 
I 

Area 8-- Tanks 52,53,54 ( ~un~ 
Down 

t-.{ljfR 
/ 

(Tanks 02 through 04} 
-

<'\( 
A rJ - - -

Distillation Unit 
~unni&i) 

Down 
L.l1 J-~ 

e A rJ 
'LH 

- - -

Tank 51 
~unn~ 

Down 9uo\ 
A tJ 

~ 

flt--
£) 

- - _.., 

Tank 55 (~ 
Down ~' 

H \ ~ \ 
(?f It N ,...... ,.:!,"··-

· -
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D. 1. CARBON ADSORPTION MONITOR......; LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the A TDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector;~
 

pate of Inspection: 
·'? 
"'--

Monitor ID: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 
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Unit Status 

I Running I Down 

I Runnioo 
t-/ 

I Down 

!R~ 
I Down 

R~ I Down 

Runni~ 
I Down 

..._, 
jR~ 

J Down 

I Runnjplg I Down 

/ 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITOF<. •.• G LOG FOR DAILY AND QUARTERLY 

Condition D. i .1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

~ 

PCI shalf document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
~ CL~ S' (:'r-e)£r\C~( 

pate of Inspection: I Time: 
J/[)0 

d ·- ';/ :;- - J I 

Shiftc:rJ=i~or S
econd) 

~1. .......__ 

\ f' s \ 

Monitor ID: 
yJ-j,'YI 

\ R o..''-1!!.' ;, Oca 

Instrument Calibration Gases: 
/ 

1.so bv, I \J J f:rv-< 1b~ Rc 1\, 

Background Instrument Reading: 
0 

~ 

() 'c 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time ' 

Vapor Recovery System: Running Down 

__..,. ~ 
- {\ N - ~

 

CARBON OR FLARE* 

' 

·--

SDS Shredder 
Running Down 

\ '?J s- 0 ·A 
·---

N "-- -- -
ATDU I OWS 

Running Down 
:sq 9 \ 

~ 
.__/ 

() C) N - -........... 

Area 8 --Tanks 52,53,54 Running Down :s ~ \d, \ 
0 \(\ {0 

~ 
(J 

--
(Tanks 02 through 04) 

-- -

Distillation Unit Run~ 
Down 

'-/?? 7Cj 
f\ 0 0 N -- - --

Tank 51 
Running Down 

~;;(~\ 
() (J f\ 

~ 

v0 
........., ,,....- ~" 

Tank 55 
Ru~g 

Down 
I 0 0 A - ..__..., ----~>

 

, .... ,-.. " 
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D. 1. CARBON ADSORPTION MONITC;:~~G LOG FOR DAILY AND-QUARTERLY-

~ Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 1Z Lou~ 
pate of lnspectioni/ J.G./; ~Time: ::5/!1 ;1'1 

Shift: (First or~) S [/C(),V () 

Monitor 10: 
!11uv/ f.fl b f) 0 6 () 

Instrument Calibration Gltses: 
- -:xscourl lt:PE- /()tJ J?J/#1. 

Background Instrument Reading: 

... 
o.o 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down fJ / 

CARBON OR~* 
v ----- N. / ~ 

SDS Shredder 
Running Down '-1 ffO o.o A J\j / / 

v 
~
 

ATDU I OWS 
Running Down J-Jdo 

(-} I 'I / / 
i 

v 
/Z, o.o 

..---

Area 8 --Tanks 52,53,54 Running Down 
/~OD & ().Q f/ 1\{ / / 

(Tanks 02 through 04) v 
~ 

i 

Distillation Unit 
Running Down A / 

i 

v 33 6 'if 0· 0 N / ~-
I 

Tank 51 
Rup 

Down t.ft.foo /0 D.() II /\1 / / ~ 

Tank 55 
RunV Down (poO 0~ o.o A N / / ~ . 

- -

----------- -- --·--- ----
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D. 1. CARBON ADSORPTION MONITOh .. ilG LOG FOR DAlLY AND QUAKI c;,,._, _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector:--:-
~C...{"~~ 

~ r.t~~r-1 ~\c. 

pate of Inspection: 

d~at;-
II 

I Time: 
~ 7 v 0 

Shift: (First or Second) . 
\- ', r->) 

Monitor JD: 1 

I( t:'1 -< 
~rv~ 

;;;;ooo 

Instrument Calibration Gases: 
.L-.s ohu lr'v) i' vU "( 1Dii.oPi"' 

Background Instrument Reading: a< o 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

;- -- - {\ N 
......___._ 

CARBON OR FLARE* 

·--

SDS Shredder Ru7 Down 
l/ 71 

A 

i 

~ 
v0 ·-- - ~

 i 

ATDU/OWS 
Running Down 

Yl~ 
~~ 

I 

/ 
d!J 0 

N - --

Area 8 ·-Tanks 52,53,54 R/ng 
Down 

s-9'?· 

(Tanks 02 throuah 04) 

4 6 ~ tJ - - --- I 

Distillation Unit 
R:u,ng Down ~ 

G fJ70 I~ 0 
N -- .____....-

Tank 51 
Running Down 

f\ 
/ 

!:S·r::,ezi.f \ q \ 1Q rV ·- -

1 Tank 55 
R/g 

Down 
}\ 

\ ' \ I '& 
10 

--...__, -·· __ -:-,-·· 

i 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: n ~,..._J~ 

pate of lnspe~ton: J 
[).. J-7 ll 

v I Time: :s-;. 1"1. 

Shift: (First of~d) ..-::- e(j()tVVJ 

Monitor ID: 
fVI n.;,· ;2A& 01 o o o 

Instrument Calibration Gases: 
;, 

· 7:.50iJur<( J[,..,_;G! 'Oa#fi'A 

Background Instrument Reading: 0,.0 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down A / / I~ 
v 

- N 

CARBON OR FLARE* 

SDS Shredder 
Running Down 

/30 (j.Q It /\J / / 

v 
.~ 

ATDU I OWS 
Running Down J. "J- I (J '-1 A N / 
~ 

0,0 / -------
Area 8 ·-Tanks 52,53,54 Running Down 00 f) N / / 

(Tanks 02 through 04) v 
(t; o.o -------

Distillation Unit 
Running Down 

'j}so A /V / / 
v- 12- 0.6 -----------

Tank 51 
Running Down ;2 ll -s- '¥ A N / / 

v 
o~o ------

Tank 55 
Running Down 1 ~ t:>u 3 0.6 IJ N / / 
~ 

~ 
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Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring _ 

Condition 0.1.17 Record Keeping Requirements (c) _

PCI shall document compliance by monitoring forVOC 

and the tanks are in operations. PCI shal_l replace the 

Shift: 

Location of Carbon I Unit Status -I Inlet-

Control Device 

Down l 
r~ 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 through 04' 

Distillation Unit 

Tank 51 

Tank 55 
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I 
Exhaust --~ Visual 

·_ - ·Jnsp. 

l. :_-;..-.. l A 

A 
A 

A 

I A 

A 

to·~ 
It 

I 
Carbon I Spent Carbon Placedin 

Replacement Roll Off Box No. for 

Qffsite Combustion 

Date Time 

l I I 
. -

N I - I --
N I --

IN 
N 

rJ I ~ I - I~ 


